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1.0 JView Introduction

1.1.1 JView Overview



The JView system provides adisplay interface to avariety of shuttle data streamsin afashion similar to the existing
PCGOAL application (but running as awindow in a desktop environment). The primary function of JView isthe

display of measurement values on user desktop computers via JAV A-enabled Web-browsers. These values are

viewed by the user from graphical display screens (initially, PCGOAL DSP skeletons) and plot screens. Asa

“monitoring only” system, JView is not intended to replace or conflict with existing or planned checkout and firing
room applications.
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1.1.2 JView Operational Description

JView allows users from a Web browser on their office desktop workstation to connect to a data server, select a data
stream, and activate static-background and plot-window displays. For Thor, up to 100 concurrent users will be able
to run JView applets and access near real-time shuttle measurement data. Based on performance and usage data
gathered during this period, a full-scale deployment strategy will be established enabling JView to support the entire
user community (estimated at 800 KSC based users).

The JView application is composed of two main subsystems. The JView server subsystem is responsible for
communicating with a variety of data sources, acting as an information and executable archive for JView clients,
delivering requested data to client applications and providing security (username/password verification) functions.
Performance information on the number of clients, the data throughput rate, and the number of DSPs being
supported are compiled on a continuous basis. For the Thor deployment, the JView server will reside on a Silicon
Graphics/O2 system located in TRM-039.

User computers which run JView display functions are called JView clients. As currently envisioned, each JView
client will run a JView applet (a JAVA program which runs within a JAVA enabled Web browser) to provide client
functionality. However, performance and network requirements (such as access to multicast data) may require that
these client programs also be downloadable as JAVA applications for client machines. This decision will be largely
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determined by performance comparisons between prototype JView applications and applets and how well the new
Java Development Kit (JDK) 1.1 compliant browsers support multicast communications.

While active, View clients support user requests to display selected static-background displays, plot desired FDs

and manage alarm, display, and plot options. Upon startup, a JView client establishes a connection to a View server

and downloads required FD information, FD measurement and initialization data. Once the client isinitialized and

all current data values have been received, the JView client enters a “listen” mode where it periodically receives data
change values from the server. The client periodically acknowledges its status to the server and notifies the server of
any significant configuration changes. In addition, the client can also request that the server gather historical data
values from the Shuttle Data Center (SDC) server. Note, for the Thor deployment, JView will be using the Shuttle
Data Stream (SDS) that only contains CCMS data.

1.2 JView Specifications

1.2.1 JView Groundrules

« All software development toolsets and COTS software will be baselined to support the JAVA standard release
JDK 1.1 from Sun Microsystems.

« JView print capability will be dependent on available and supported network printers (and functionality
provided by COTS Browsers).

« For the Thor deployment, JView receives setup information from existing PCGOAL offline and standalone
applications. For example, BLD files are used to create the list of valid DSP displays and the list of valid FDs.

« For the Thor deployment, JView requires access to the following three data sources for CCMS measurement
data:
A multi-stream PCGOAL SCAN Server
The SDC (for historical Quick Plot data)
A “SDS Prime” multicast data stream

1.2.2 JView Functional Requirements

The Functional Requirements for JView are arranged in the following major/minor functions:

Supported Tool Sets

Supported Environments

Supported Data Interfaces

Main Screen Graphical User Interface (GUI)
Static Background Display Views
Graph/Plotting Display Views

Performance Statistics

Help Displays

©ONTA~WN R

1 Supported Tool Sets

1.1 JView software shall be developed using Symantec’s Visual Café Java IDE (Integrated Development
Environment), version 1.1 or higher.

1.2 JView shall be executed using a fully “JDK 1.1 compliant” web browser (e.g. Netscape Navigator 4.0
or better, Microsoft's Internet Explorer 4.0 or better, or Sun’s HotJava 1.0 or better).

2 Supported Environments
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11
12

JView shall execute on the CLCS Support Workstation.
JView shall execute on the Office Workstation.

Supported Data I nterfaces

JView shall use CCMS data as described in Table 1 below.

CDS SDC SDC SDS SDS’ SCAN SDS CLCS
CCMS CCMS CLCS CCMS CCMS Server Real-time
Historical | Historical | Historical | Real-time | et al Real- | CCMS
time Real-time
Display * v v v *
Plot v * v v v *
Display - Static Background Displays v =Thor
Plot - Graph/Plotting Displays * = Future
Table 1 — JView Data Sources (Support for Thor)
4 Main Screen Graphical User Interface (GUI)

11
12
1.3
14
15
16

1.7

JView shall alow user to Logon and Logoff.

JView shall provide to the user the ability to activate Graph/Plotting Display Views.

JView shall provide to the user the ability to activate Static Background Display Views.

JView shall provide a scrollable text area for the user to monitor status and error messages.

JView shall allow the user to clear the scrollable text area.

JView shall display messages or indicators to inform the user of communication and downloading
status.

JView shall provide to the user the ability to Exit the program.

Static Background Display Views

11
12
1.3
14
15
16
17
18
19

JView Static Background Display shall allow the selection of the TCID.

JView Static Background Display shall alow the selection of the Static Background source file (DSP).
JView Static Background Display shall allow the selection of the data source (SDS or SCAN Server).
JView Static Background Display shall alow the display of up to 400 FDs per window.

JView Static Background Display shall alow the display of detailed information on a selected FD.
JView Static Background Display shall allow designation of a specific displayed FD for plotting.
JView Static Background Display shall reflect changes to displayed FD values as they occur.

JView Static Background Display shall indicate the time and date of displayed data.

JView Static Background Display shall indicate the TCID of displayed data.

1.10 View Static Background Display shall indicate the DSP name of the selected Static Background

Sourcefile.

1.11 View Static Background Display shall provide to the user the ability to Exit.
1.12 View Static Background Display shall indicate FD status via background colors.
Graph/Plotting Display Views

11
12
1.3

JView graph/plot screen shall alow the selection of the TCID.

JView graph/plot screen shall alow the selection of the data source (SDS, SCAN Server, or Historical).
JView graph/plot screen shall alow the selection of up to 6 valid Function Designators (FDs) available
in a particular data stream to be plotted simultaneously.

JView Requirements 4 11/20/97 3:37 PM
Version 1.4



1.4 JView graph/plot screen shall provide to the user the ability to plot Real-time data (measurements vs
time) and Historical data.

1.5 JView graph/plot screen shall alow the selection of Start / Stop time and Dates for Historical data
retrieval requests.

1.6 JView graph/plot screen shall provide the capability for auto-scaling of data results.

1.7 JView graph/plot screen shall provide the capability for user scaling of data results.

1.8 JView graph/plot screen shall indicate the time and date of displayed data.

1.9 JView graph/plot screen shall indicate the TCID of displayed data.

1.10 View graph/plot screen shall indicate the FD names of displayed data.

1.11 View graph/plot screen shall provide to the user the ability to Exit.

7 Performance Statistics

1.1 JView server shal display the number of active clients.

1.2 JView server shal display the overal client datarate (FDs/sec).

1.3 JView server shal display the number of enabled data streams.

1.4 JView server shal display the overall data stream data rate (FDs/sec).
1.5 JView server shal display of SDC archive request usage/performance.

8 Help Display Views

1.1 JView shall provide On-Line Help on all main displays.
1.2 JView may use a combination of Popup displays and/or HTML documents to display help information
to the user.

1.2.2.1 FutureJView Requirementsand ldeas

Future Requirementsfor JView may include some of the following:

User labeling of graphic plots.

Support for 800 KSC-based users (multiple servers & client multicast support)
Additional graphical/plotting functionality.

Support for Sherrill Lubinski generated displays.

Support for CLCS rea-time and historical data.

Extended printing capabilities.

Integration of existing PCGOAL tools (such as GOALEDIT and BUILD).
Providing FD selection from a scrollable list that reacts to keystrokes.
Utilization of user configuration and/or preference files.

10 JView access from other NASA Centers and off-site locations.

11. Out of tolerance alarm monitoring.

CoNoTh~wWDNE

1.2.3 JView Perfor mance Requirements

For the Thor deployment, the JView user community will consist primarily of users who are KSC resident and their
desktop computers are connected to 10mbs or faster Ethernet networks. For these users, the following performance
parameters apply.

1 Client Performance

1.1 JView client displays shall update at in atwo second or less refresh rate.

2 Server Performance
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2.1 The JView server shall make available to View clients a minimum of three Shuttle Data Streams
simultaneously. JView has a performance target of support for 100 clients per JView server.

1.2.4 JView Flow Diagram

When executed via a Web browser such as Netscape Navigator, Microsoft Explorer, or Sun Microsystems’ Hot Java,
an applet containing the JView client is downloaded from the JView server system into the users computer. The
browser then executes the downloaded byte code which brings up the JView client management interface. From this
screen, the user will initiate primary client functionality such as login, logout, DSP display, and Plot display. In
addition, the user can monitor client operations, inspect client performance, and be advised of any network concerns.

‘ Data flow diagrarﬂ

FDinfo

BLD,
FDinfo . TCID,
FD values JView DSP
DSPlayo Server

Interface
Window

Heartbeats &
FD Requests:
- FDinfo

- FDvalues

- Historical Data

Plot Windows
(many)

DSP Windows
(many) SDS Multicast
Measurement

Data Stream
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1.3 JView Design Specification

JView shall beimplemented under aclassical client/server architecture. While the JView client runs on the user
machine and handles all direct user 1/0, the JView server acts as a back-end data collector and information provider.

1.3.1 JView Detailed Data Flow

This data flow diagram provides a pictoria representation of the data flow between external sources and destinations
and the major and minor functions of JView.

JView Detailed Data Flow Diagram
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1.3.2 JView External Interfaces

1.3.2.1 JView Message Formats
The following System Messages are output by JView.

Message Number = 1

Message Group = Client

Severity = Error

Date/Time: Config Couldn’t get Internet address. Unknown host
Help Information Content;

Client was unable to connect to Host because of invalid IP address.

M essage Number =2
Message Group = Client
Severity = Informational
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Date/Time: New Stream List: #l 1#

Insert #1 = Listing of al currently available Shuttle Data Streams
Help Information Content:

Display of latest list of currently available Shuttle Data Streams.

M essage Number =3

Message Group = Client

Severity = Informational

Date/Time: #l 1#thread Started on port : #l 2#
Insert #1 = Thread name

Insert #2 = Loca port number

Help Information Content:

Thread startup log entry.

Message Number =4

Message Group = Client

Severity = Informational

Date/Time: Heartbeat sent to server

Help Information Content:

Record of periodic heartbeat messages sent to server.

M essage Number =5

Message Group = Client

Severity = Warning

Date/Time: #l 1#thread M essage Reply Timeout
Insert #1 = Thread name

Help Information Content:

UDP message lost, client retries transmission

M essage Number = 6

Message Group = Client

Severity = Warning

Date/Time: # 1#Thread M essage Transmission Error
Insert #1 = Thread name

Help Information Content:

Thread unable to confirm server receipt of message after several retries.

M essage Number =7

Message Group = Client

Severity = Informational

Date/Time: Server Message : #l 1#

Insert #1 = Message that was sent from the server
Help Information Content:

Server desires that client display this message to user.

M essage Number =8

Message Group = Client

Severity = Error

Date/Time: # 1#Thread Error on port : # 2#

Insert #1 = Thread name

Insert #2 = Local port number

Help Information Content:

Thread unable to establish network connections to required port

M essage Number =9
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Message Group = Server

Severity = Warning

Date/Time: Invalid client number received from : #l 1#

Insert #1 = Internet address of client

Help Information Content:

Server received invalid client number from computer at this network address.

M essage Number = 10

Message Group = Server

Severity = Warning

Date/Time: Status Bar Veto Exception
Help Information Content:

Server unable to update main screen status bar.

M essage Number = 11

Message Group = Server

Severity = Informational

Date/Time: New Client Recognized at : #l 1#

Insert #1 = Internet address of client

Help Information Content:

A new user has successfully logged in from this Internet address.

M essage Number = 12

Message Group = Server

Severity = Warning

Date/Time: Data Error: Buffer too small to be PCGoal Packet
Help Information Content:

Error in communicating with the SCAN server.

M essage Number = 13

Message Group = Server

Severity = Error

Date/Time: ScanServer Error: #l 1#
Insert #1 = ASCII description of error that occurred
Help Information Content:

Error in communicating with the SCAN server.

M essage Number = 14

Message Group = Server

Severity = Error

Date/Time: StreamChecker Error: UnknownHostException
Help Information Content:

JView server unable to establish communications with the SCAN server.

M essage Number = 15

Message Group = Server

Severity = Informational

Date/Time: Stream configuration complete: #l 1#
Insert #1 = New Stream Name

Help Information Content:

A new stream has been enabled for monitoring by the JView server.

M essage Number = 16
Message Group = Server
Severity = Informational

JView Requirements 9
Version 1.4

11/20/97 3:37 PM



Date/Time: # 1#Thread Started on port : #l 2#
Insert #1 = Thread name

Insert #2 = Local port number

Help Information Content:

Thread startup message.

M essage Number = 17

Message Group = Server

Severity = Error

Date/Time: # 1# Error: SocketException on socket open
Insert #1 = Thread name

Help Information Content:

Unable to open a socket for required network communications.

M essage Number = 18

Message Group = Server

Severity = Error

Date/Time: # 1# Error: SocketException on timeout set
Insert #1 = Thread name

Help Information Content:

JAVA error on initializing a network message timer.

M essage Number =19

Message Group = Server

Severity = Error

Date/Time: # 1# Error: | OException on write
Insert #1 = Thread name

Help Information Content:

JAVA reported a network error during a “send” operation.

M essage Number =20
Message Group = Server
Severity = Error

Date/Time: # 1# Error: 1OException on read

Insert #1 = Thread name

Help Information Content:

JAVA reported a network error during a “receive” operation.

M essage Number =21
Message Group = Server
Severity = Error

Date/Time: #l 1# DatagramSocket Connection Failure
Insert #1 = Thread name
Help Information Content:
Unable to open a socket for required network communications.
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1.3.2.2 JView Display Formats
The following Displays are produced by JView.

Client Main:

JView Client Control Screen

LoginfLogout Qpen new DSP display Qpen nesy Plot Wind o

JViewy Client Information Window ;l
14-00ct-97 3:42:24 PM-FDChangeThread Started on port 5000

14-00ct-97 3:42:24 PM-MessageReguesiThread Started on port 5100

14-0ct-97 3:42:24 PM-StreamListThread Started on port 5200

14-0ct-97 3:42:24 PM-HeartheatThread Started on port 2400

14-0ct-97 3:45:18 PM-LoginfLogout Button has been Pushed

14-0ct-97 3:46:05 PM-Mew Stream List:

Mo Streams Available

" o

ClearWindow

|{Smi1h} Dizplays: 0 Data Rate: OFDsisec ‘ HELP |
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Client L ogon/L ogoff:
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Client DSP:

hal BATO4P

287:2008M16.425

ROCK
FUEL SUPPLY
XS FSM TEMP
Nl FSHM PRES

FUEL WALUES
0.0
0.0
0.0
0.0

Is0 ULy ap
6.0
6.0

MODULE

.1

IS0 ULy CL
PRI ULY QP
SEC ULY CL

GAS GEMRTR
PRI TEMP
SEC TEMP
HTRE1 CHD
HTRZ CHD

PRI

0.0
00

GMZ PURGE
DC  PWR GN2 SUP

—  UALUE
220380  BPEN
0.0 |

0.0
22D380% | CLBOE SEC WLU POSH

JView Requirements
Version 1.4

-99:

ROCK

235949 Sa0394

BATO4P - SEE HYDRAULICS
LEFT

ROCK ROCK

TUF?.BINEHEEEED [KEPHM)
0.0 0.0 0.0 0.0

MPU 2

HYDRAULICS

PRESSURE [N
L F | (bW [ RESU LEVEL
A ACTUATER

il SH UALY PRI [

[ ACTRE POSN [
2l (R ACTE TEMP (gD 159

0.0
Hil B Fil | B
1
CAL COMMANDS
ﬂfi 0.0 | 0.0 | ﬁfi

r—FLEX BEARING TEMPS=—
URGE BIA S0 [EE
HiM gEERE 130 gEeREE B
eIkl 230
310
DEG|PSI rHE]IILE T8 CASE TEHPS-.
3.4

SRB BUS
VBLTAGE

HEATER
HTR_PHR
0.0 |
CTL PHR
0.0 |
BURTEMP
0.0

13 11/20/97 3:37 PM



Client Plot:

Bl JGoal = |
Function Options HScale HZoom  YZoom
110.0 5400 5400
103.3 304.0 5040
D66 4620 4620
000 4320 LT e e e T 4320
237 3960 396.0
766 3600 360.0
00 3240 3240
637 2220 2220
S66 2520 252.0
SO0 2160 2160
433 1300 1800
66 1440 1440
00 1080 1080
233 720 W 720
166 36.0 360
1

100 00

00550 200546 200602 200612 200634 200650 00706 200702

FD Mame Nomenclature XPoint YPoint XScale YScale
[V  KMTHADOLA WIND DIRECTION CAMERA SITE 6 2006/57 431.9/= =]+ |7 ]
¥  EMTH&002& WIND DIRECTION CAMERE SITE 3 i j ﬂ
¥  KMTTaO0l& AMBIENT TEMPERATURE CaMERS SITE 3 9.5 a7
[Warning: Applet Window
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Server Main:

JView Server Management Window

BYSSMECO, O clients

CCP BADB4AIT451-FR4), 51 clients, 2038 fds, 375 fdsisec
CCP BADBA{A33-FR1), 20 clients, 3518 fds, Y72 fds/sec
CCP BADBA{333-FR1), O clients, 2204 fds, 371 fdsisec
CCP BADBA{A33-FR1), 60 clients, 1513 fds, 104 fds/sec
CCP BADBS{333-FR1), 0 clients, 4203 fds, =NOT ENABLED=
TimerThread Started

LogonThread

LogoffThread Started on part 2100 Started an port 2000
MessagesckThread Started on port 2200
MeszsageAckThread Started an port 2300
HeartheatdckThread Started on paort 2400
MeszageAckThread Started an port 2500
GetStreamAckThread Started an part 2600
MeszsageAckThread Started an port 2700
MessagepsckThread Started on port 5000
MeszaneSenderThread Started on port 5100
ConnectionlistSenderThread Started on port 5200

Mewy Client Recognized at 99

Successtul Logon fram 163.205.78.55(8mith)

:
| Client Mso/Blank for Heartheat Reguest | _

| 1 Clients (0 fds/sec). streamrate: 0 fds/sec] Timeouts=2 Errors=0 |

1.3.2.3 Input Formats

There are no input formats for JView.

1.3.2.4 Recorded Data

Thereis no recorded datafor View.

1.3.2.5 JView Printer Formats

There are no printer formats for JView.
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1.3.2.6 Interprocess Communications

The following messages are transmitted between the JView Server process and one or more JView Client processes.
These messages are transmitted using the User Datagram Protocol (UDP) for speed and efficiency and therefore
implement their own error checking mechanisms.

CLIENT MESSAGE TO SERVER: LOGON-REQUEST
ascii name (20 chars), password (20 chars)
Response: ACK, Client#(short) / NAK (invalid user/password) / BUSY (too many users)

CLIENT MESSAGE TO SERVER: LOGOFF-NOTIFICATION
Client#(short)
Response: ACK / NAK (if not logged on)

CLIENT MESSAGE TO SERVER: SET-MONITORED-FD-LIST
Client#(short), Screen#(short), TCID (string),
flag (short) = 0 (when display has exited)
= -x (next x charactersis the display name <future>)
= +x (followed by x FD numbers (shorts)
Response: ACK (invalid streanvfd errors are reported to the server status window)

CLIENT MESSAGE TO SERVER: RESEND-ALL-FD-VALUES-REQUEST (typically sent after data error)
Client#(short)
Response: ACK

CLIENT MESSAGE TO SERVER: HEARTBEAT (sent on request from server from port 5100)
Client#(short), # of data timeouts(short) , # of data errors (short)

CLIENT MESSAGE TO SERVER: HISTORY-REQUEST (NOTE: maybe implement as a RMI on the server)
Client#(short), Screen#(short), TCID (string),
# fd's (short), fd-list (shorts), start/end time

Response: set of {number of values (short), list of timestamp/raw counts value pairs}

CLIENT MESSAGE TO SERVER: GET-STREAM-AVAILABILITY-LIST (at startup or after data error)
Client#(short)
Response: ACKactual response is broadcast back to client on port 5200)

CLIENT MESSAGE TO SERVER: FDINFO-REQUEST  (Note, client will cache FDInfo data)
Client#(short), #fd's (short), fdlist (shorts), TCID
Response: set of fdinfo strings (string)
(invalid fd errors are reported to the server status window)

SERVER MESSAGE TO CLIENTS: FD-UPDATE,
(sent once per update cycle for fdsin SET-MONITORED-FD-LIST)
MaxServerStreams*( GMT (long), CDT (long) ),
# of display updates (byte),
(for each display update)
display # (byte),
# of fds (short),
list of fd updates ( fd pointer (short), raw counts (short) ),
msg count (short)

SERVER MESSAGE TO CLIENTS: SERVER-MESSAGE,
msg (max 80 bytes{message to be displayed to the client’s user)
(if msg=null, the client should generate a HEARTBEAT and send to server.
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SERVER MESSAGE TO CLIENTS: STREAM-AVAILABILITY-LIST (sent on request by client or when list
changes)
stream list (string), msg count (short)

1.3.2.7 External Interface Calls
Ethernet SCAN Server communication protocols are documented in the PCGOAL source file “SCANSERV.C".

Multicast Ethernet protocols of PCGOAL repeater programs are documented in the PCGOAL source files
“ENETPCGL1.C" and “ENETPCG2.C".

Communication protocols with the SDC are documented in the SDC User Data Server User Guide (SDC-SYS-UG-
01).

1.3.2.8 JView Table Formats

The format for BLD files is documented in Appendix G of the PCGOAL User Guide (KSCL-1100-0806 and in
Appendix B of the PCGOAL Design Specification (KSCL-1100-0805).

The format for DSP files is documented in Appendix G of the PCGOAL User Guide (KSCL-1100-0806 and in
Appendix B of the PCGOAL Design Specification (KSCL-1100-0805).

1.3.3 JView Test Plan

1.3.3.1 Test Environment

While JView is designed to run on a wide variety of computer platforms with Java-enabled COTS browsers (JDK
1.1 compliant), integrated testing will occur from a terminal in the CLCS IDE. For verification of displayed data, a
PCGOAL terminal will also be present. Following a written test procedure, the IDE computer will connect to a SGI
system residing in TRM-039 (running a Web Server and the JView Server application) and begin exercising JView
functions. Testing will be withessed by a minimum of one Dynacs representative, one Quality representative, and
one CSCI lead.
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+(TRM-039) :
1

1 1

Ethernet :

1 3 JView Server System !
' PCGOAL (running Web Server & JView Server) '
. Repeater 1
k= = = = = = = = = = = = = = = 2|2 & = = = = == = = . |

| PccoAL SCANServer | | sbc

; (CLCSIDE)

Support Workstation PCGOAL
(running Browser & JView Applets) System

r=-=--

JView Test Environment

1.3.3.2 Hardware/Softwar e Configuration
1.

N

o oA W

PCGOAL SCAN Server - PC running DOS and PCGOAL SCAN Server software (provides snapshot SDS/SDS’
data).

Ethernet PCGOAL Repeater - PC running DOS and PCGOAL Repeater software (provides Multicast SDS/SDS’
data).

PCGOAL System - PC running DOS and PCGOAL client software (for displayed data verification)

SDC - DEC running UNIX and DRD software (provides historical plotting data).

JView Server System - SGI/O2 running UNIX, JView server software, and Web server software.

Support Workstation - PC running Windows 95, JDK 1.1 compliant Web Browser, and JView client software.

1.3.3.3 Test Cases

During the following tests, application generated and JVM (Java Virtual Machine) messages shall be monitored for
warnings and errors. Also user reactions to the “look and feel” of the client interface will be evaluated.

1. Performance - Verify two second screen update speed and calculate maximum client support céjpdleilties
target of support for 100 clients per server). Monitor loading speed to start JView and start Plot and Static
Background displays.

2. Reliability - Monitor length of time between significant system errors or restarts.

3. Fault tolerance - Verify JView's ability to handle invalid data (network interruptions, abnormal exits, and data
source changes or faults).

4. Accuracy - Verify correctness of displayed data using PCGOAL terminal.

5. Completeness - Demonstrate that JView fully implements the functional and data source access requirements
established in this document.
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Appendix A

Data Analysis and Presentation Data Sources (Support for Thor)

CDS SDC SDC SDS SDS’ SCAN SDS
CCMS CCMS CLCS CCMS CCMS Server CLCS
Historica | Historical Historica | Real-time | etal Real- | CCMS Real-time
time Real-time

RCWI v v * FD only

ADAT v 4

RDP *FDonly | v

PAT v * v * *

JView v * v v v *

ANNT v * v * *

RCWI - Robust CAP Web Interface
ADAT - Advanced Data Analysis Tool
RDP - Retrieved Data Presentation

PAT - Propulsion Advisory Tool

JView - JView (Java Version of PCGOAL)
ANNT - APU Neural Net Tool

* indicates potential future supported data source.
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